Suction Pumps

GOMCO

**Aspirators/Portable**

**Model 300** - This lightweight, diaphragm pump unit is designed for general suction use. Its powerful 1/8 horsepower motor creates up to 22” Hg of vacuum. Unit includes a gauge and suction regulating valve and is compact for easy storage. A diaphragm compressor with a flow rate of 30 lpm. Shipping weight is 23 lbs.

<table>
<thead>
<tr>
<th>W/Glass</th>
<th>W/DCU (Disposable Collection Unit)</th>
</tr>
</thead>
<tbody>
<tr>
<td>#01-22-0300</td>
<td>#01-22-3001 300 Pump, 600 ml bottle or 1100 ml DCU, 115/60</td>
</tr>
</tbody>
</table>

**Model 405** - This model is designed for general suction use, from emergency room to recovery room, or for out-patient or dental clinic use. This suction system includes a gauge and suction regulating valve that will create up to 25” Hg Vacuum. A 1/10 hp motor with a carbon rotary vane compressor, with a flow rate of 30 lpm. Shipping weight is 14.5 lbs.

<table>
<thead>
<tr>
<th>W/Glass</th>
<th>W/DCU (Disposable Collection Unit)</th>
</tr>
</thead>
<tbody>
<tr>
<td>#01-12-0405</td>
<td>#01-12-4005 400 Pump, 600 ml bottle or 1100 ml DCU, 115/50-60</td>
</tr>
</tbody>
</table>

**Model 1180/1181** - These versatile aspirators offer a vacuum range of 0-20 inches Hg, visible on an easy-to-read gauge calibrated in millimeters and inches of Hg. Shipping Weight is 13 lbs.

<table>
<thead>
<tr>
<th>W/Glass</th>
<th>W/DCU (Disposable Collection Unit)</th>
</tr>
</thead>
<tbody>
<tr>
<td>#01-22-1180</td>
<td>#01-22-1181 1180/1181 Portable Aspirator 600 ml bottle or 1100 ml, 115/60</td>
</tr>
</tbody>
</table>

**Model 270/2701** - The Gomco Model 270 is designed for gastrointestinal drainage in the home, nursing homes, clinics or hospitals. There are no moving parts, resulting in a quieter, more reliable operation. The drainage unit includes two pre-set drainage levels 90 mmHg and 120 mmHg. Shipping Weight is 15 lbs.

<table>
<thead>
<tr>
<th>W/Glass</th>
<th>W/DCU (Disposable Collection Unit)</th>
</tr>
</thead>
<tbody>
<tr>
<td>#01-22-0270</td>
<td>#01-22-2701 270 Portable Gastric Pump, 115/60</td>
</tr>
</tbody>
</table>

**Model 280/2801** - The Gomco Model 280 Aspirator is designed for general suction use in the home, hospitals or clinics. The heart of the Model 280 is Gomco’s diaphragm pump, designed to provide low maintenance and long-lasting quiet performance. The pump is designed for greater dependability, requires no oiling and is completely enclosed for maximum protection. Shipping Weight is 18 lbs.

<table>
<thead>
<tr>
<th>W/Glass</th>
<th>W/DCU (Disposable Collection Unit)</th>
</tr>
</thead>
<tbody>
<tr>
<td>#01-22-0280</td>
<td>#01-22-2801 280 Portable Aspirator, 600 ml or 1100 ml DCU, 115/60</td>
</tr>
<tr>
<td>#01-22-1111</td>
<td>111 Portable Nebulizer</td>
</tr>
<tr>
<td>#01-22-1118</td>
<td>118 Portable Breast Pump without Timing Controls</td>
</tr>
<tr>
<td>#01-22-0218</td>
<td>218 Portable Breast Pump with Timing Controls, 115/60</td>
</tr>
<tr>
<td>#01-22-0309</td>
<td>#01-22-3091 309 Portable Suction/Pressure Pump, 600 ml or 1100 ml DCU, 115/60</td>
</tr>
<tr>
<td>#01-22-0311</td>
<td>#01-22-3111 311 Portable Aspirator/Nebulizer, 600 ml bottle or 1100 ml DCU, 115/60</td>
</tr>
<tr>
<td>#01-10-0814</td>
<td>Stand for Portable Pumps. 34 x 16 x 20 inches. Shipping Weight 36 lbs.</td>
</tr>
</tbody>
</table>
Suction Pumps

D'loren-Rasco Corporation

(866) 471-7671  ■  (305) 471-7670  ■  FAX (305) 594-9035

Drainage Pumps/Stand Mounted

Model 6000 - This thermotic pump is engineered to provide suction by alternating the expansion and contraction of air within a cylinder at regular intervals. This unit is designed for such specialized uses as gastric lavage, abdominal decompression, duodenal and fistual drainage and drainage following prostatectomy. Vacuum setting is 90 mm and 120 mmHg, flow rate is .3 lpm (high). Shipping Weight is 58 lbs.

W/Glass  W/DCU (Disposable Collection Unit)
#01-32-6000  #01-32-6000  6000 Gastric Pump, 2800 ml bottle or 2100 ml DCU, 115/60

Model 6010 - This thermotic pump is engineered to provide suction by alternating the expansion and contraction of air within a cylinder at regular intervals. This unit is similar to the Model 6000 but it includes a flushing device to help keep clean and clear the drainage tube. Vacuum setting is 90 mm and 120 mmHg, flow rate is .3 lpm (high). Shipping Weight is 62 lbs.

W/Glass  W/DCU (Disposable Collection Unit)
#01-32-6010  #01-32-6011  6010 Gastric Pump, 2800 ml bottle or 2100 ml DCU, 115/60

Model 6020 - This unit is designed as a special aid to the chest surgeon for post-operative care. The manometer is designed to give a visual indication of function and to provide regulation of suction from 0-25 cm of water while operating for extended periods of time. Flow rate is 2.3 lpm (minimum). Shipping Weight is 65 lbs.

W/Glass  W/DCU (Disposable Collection Unit)
#01-32-6020  #01-32-6011  6020 Thoracic Pump, 2800 ml bottle, 115/60

Model 6050 - This unit is designed as a special aid to the chest surgeon for post-operative care. The model 6050 will provide suction (drainage) from 0-50 cm of water for rapid removal of fluids and gas from the pleural cavity. The pump offers high flow rates of 110 lpm (minimum), and dual 2800 ml glass collection system with two calibrated water seal tubes and two drainage tubes. Shipping Weight is 63 lbs.

W/Glass  W/DCU (Disposable Collection Unit)
#01-32-6050  #01-32-6050  6050 Thoracic Pump, two 2800 ml bottles, 115/60

Model 3060 - The Gomco Model 3060 aspirator is a diaphragm pump with 1/8 hp motor. A dual flow selector switch with two 2800 ml bottles with filter. Vacuum range is 22” Hg with a flow rate of 30 lpm. Shipping Weight is 75 lbs.

W/Glass  W/DCU (Disposable Collection Unit)
#01-22-3060  #01-22-3060  3060 Stand Mounted Aspirator, two 2800 ml bottles, 115/60
Suction Pumps

GOMCO

**Aspirators/Stand Mounted**

**Model 3020** - This lightweight, diaphragm pump unit is designed for general suction use. Its powerful 1/8 hp motor creates up to 22” Hg vacuum. Unit includes gauge and suction regulating valve. A diaphragm compressor with a flow rate of 30 lpm. Shipping Weight is 69 lbs.

W/Glass
#01-22-3020

W/DCU (Disposable Collection Unit)
#01-22-3021 3020 Pump with 600 ml bottle or 1100 ml DCU, 115/60

**Model 3040** - This diaphragm unit features an insulated, hidden 1/8 hp motor and durable chemical resistant stainless steel top. This suction system includes a gauge and suction regulating valve that will create up to 22” Hg of vacuum. The flow rate is 30 lpm. Shipping Weight is 70 lbs.

W/Glass
#01-22-3040

W/DCU (Disposable Collection Unit)
#01-22-3041 3040 Pump with 2800 ml bottle or 1100 ml DCU, 115/60

**Model 4032** - This unit is designed for heavier suction, as in recovery room, out-patient emergency room or dental clinic use. The suction system includes a gauge and suction regulating valve that will create up to 25” Hg of vacuum. A 1/10 hp carbon rotary vane motor with a flow rate of 30 lpm. Shipping Weight is 72 lbs.

W/Glass
#01-12-4032

W/DCU (Disposable Collection Unit)
#01-12-4033 4032 Pump 600 ml bottle or 1100 ml DCU, 110-115/50-60

**Model 4042** - This rotary unit features an insulated hidden 1/10 hp carbon rotary vane motor with a flow rate of 30 lpm. The system suction includes a gauge and suction regulating valve that will create up to 25” Hg of vacuum. Shipping Weight is 76 lbs.

W/Glass
#01-12-4042

W/DCU (Disposable Collection Unit)
#01-12-4043 4042 Pump 2800 ml bottle or 2100 ml DCU, 110-115/50-60

**Model 3052** - This dual diaphragm pump has adjustments for both vacuum and pressure with gauges for each system. The dual pump is designed to provide 0-22” Hg vacuum and 0-30 psi of pressure. The stand includes a chemical resistant stainless steel top, float shut-off assembly and hospital grade plug. Shipping Weight is 83 lbs.

W/Glass
#01-22-3052

W/DCU (Disposable Collection Unit)
#01-22-3053 3052 Pump with 2800 ml bottle or 2100 ml DCU, 115/60
**Constant & Intermittent Pumps**

**Model 6036** - This pump provides exceptional versatility through a unique constant/intermittent vacuum capability. This new concept utilizes a diaphragm vacuum source with an automatic lock feature that maintains a separate collection system for the two mode selections (constant or intermittent). UL listed and CSA certified. Flow rate 2.5 lpm (constant), 3.4 lpm (intermittent). Constant range is 0-250 mmHg, Intermittent range is 0-200 mmHg, on 5.9 seconds, off 23 seconds. Shipping Weight is 78 lbs.

**Uterine Aspirators with Curettes or without Curettes**

**Model 4072** - This mobile, stand-mounted unit includes handy cord storage and chemical resistant stainless steel top and compact stand design. Suction systems are equipped with an easy-to-read gauge, calibrated in both inches Hg and mmHg and a suction regulating valve. The suction system is engineered to create up to 25” Hg vacuum in 8 seconds. Flow rate is 30 lpm with 1/10 hp direct drive rotary vane compressor. UL listed and CSA certified. Shipping Weight is 76 lbs.

**Model 3830** - This mobile uterine aspirator features an easy-to-clean stainless steel top. The suction system utilizes an oil-less diaphragm pump that is designated to create 0-25” Hg vacuum in 8 seconds. Flow rate is 30 lpm with a 1/6 hp diaphragm compressor, belt-driven. Shipping Weight is 135 lbs.

**High Volume Vacuum Pumps**

**Model 3810** - This diaphragm style surgical pump is engineered for control of suction in surgical and delivery room service. This unit includes a hospital approved three conductor cord. Vacuum range is 0-25” Hg, 1/6 hp diaphragm compressor, belt-driven. Shipping Weight is 125 lbs.

**Model 3840** - This diaphragm style surgical pump is engineered for control of suction in surgical and delivery room service. This unit is designed for larger collection capacity, when required, with easy-to-operate lever control that brings second collection bottle into immediate use. This unit includes a hospital approved three conductor cord. Vacuum range is 0-25” Hg, 1/6 hp diaphragm compressor, belt-driven. Shipping Weight is 130 lbs.